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< GENERAL NOTES
CONSTRUCTION DETAILS 1. gég%gEgéMERA LOCATION /. ALIGNING SHALL BE COORDINATEQ WITH THE SHA

A. USE EXISTING CABINET AND CONTROLLER. (NOTE: SHA FORCES SHALL RETROFIT CONTROLLER EQUIPMENT

TO OPERATE VIDEO DETECTION EQUIPNMENT) MODIFY FOR EXCULSIVE/PREMISSIVE LEFT TURN PHASE . 2. THE_CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF THE

CONTROLLER EQUIPMENT IN ORDER TO OPERATE VIDEC DETECTION EQUIPMENT.

B. USE EXISTING HANDHOLE.
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL MICROLOOP PROBE
C. USE EXISTING CONDUIT. LEAD—IN CABLES AND VIDEO DETECTION CAMERA CABLES TO THE APPROPRIATE
D. USE EXISTING MAST ARM POLE.REPLACE ALL EXISTING VEHICLE SIGNAL HEADS WITH NEW E%EXENégiNQQQIBSS?ERLY LABEL EACH TABLE S0 THAT SHA HORCES CAN MAKE THE
BLACK FACE SIGNAL HEADS,REPLACE THREE (3) SECTION VEHICLE SIGNAL HEAD NO.:1) ON PLAN
WITH A FIVE SECTION VEHICLE SIGNAL HEAD AND INSTALL VIDEQ DETECTION CAMERA,SIGN 4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY
(R10-171 ON EXISTING MAST ARM AS SHOWN. OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATIONS.
F. USE EXISTING MAST ARM POLE. 5. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSHD.
F. INSTALL GROUND MOUNTED SIGN WITH WOOD POST. T WP Rt R 1Y N N T AL
it{-d;» ’_j ,L::.-“-i:‘“ i i -~ B
G. VIDEO DETECTION IMAGE. ' '
H. EXISTING OVERHEAD SERVICE. ﬂ:\&m&ﬁﬂaﬂbﬁi oDk ATOB2-30
J. USE EXISTING MAST ARM POLE AND INSTALL POLE MOUNT VEHICLE SIGNAL HEAD. STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATICN
K. DISCONNECT AND REMOVE LOOP DETECTOR CABLES FROM CONDUITS, HANDHOLES, SIGNAL STRUCTURES sm STATE HIGHWAY ADMINISTRATION

OFFICE|1OF TRAFFIC & SAFETY
TRAFFIC ENGQINEERING DESIGN DIVISION

MD 7 (FPhiladelphia Rd.)
Rosedale Ave/Hamilton Ave.

AND CONTROLLER.

L. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — SLOTTED.
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